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Danish quality
Founded in Denmark in 1965, BLÜCHER has 

developed into a leading manufacturer of stain-

less steel drainage systems. Today, BLÜCHER is 

an international company with subsidiaries and 

representations worldwide. The BLÜCHER Group 

employs more than 350 staff worldwide.

Customers all over the World appreciate our 

know-how, dedicated service and common 

sense.

Through quality stainless steel products and 

drainage solutions that lead waste water away, 

BLÜCHER is committed to the promise of keep-

ing up the flow.

The BLÜCHER® drainage products are manu-

factured in Denmark using the most modern 

production methods and in accordance with 

the internationally recognised quality standard 

ISO 9001. Furthermore, the most respected 

classi-fication societies endorse the BLÜCHER® 

drainage products worldwide.

Safe solutions
BLÜCHER® stainless steel drainage products are 

installed in almost any kind of construction 

project, from multi-storey apartments and food 

proces sing factories to hospitals and on board 

prestigious cruise liners. We have specialised 

our competencies within four main segments:

The BLÜCHER® drainage system is a mo dular 

system providing numerous possible product 

combinations.

BLÜCHER® Drain
Floor drains for light- to heavy-duty flow and 

load applications.

BLÜCHER® Channel
Standard, modular or customised channels 

and kitchen channels for all flow and load 

applications.

BLÜCHER® EuroPipe 

Push-fit drainage pipe-work system for soil, 

waste and rainwater.

Customised solutions
To ensure that any drainage requirement can 

be fulfilled we are always ready to solve your 

special request.

 

Strong products
All BLÜCHER® drainage products are produced 

in stainless steel grade AISI 304 or optionally 

grade AISI 316L. This material is  ideally 

suitable for high-quality drainage systems:

·  Fire resistant 

·  High strength - low weight

·  Environmentally friendly

Furthermore it is corrosion resistant, resistant 

to impacts and thermal stress and requires 

little maintenance.

In the BLÜCHER® drainage products the inherent 

qualities of stainless steel are enhanced by 

careful product design resulting in: 

·  Long product life expectancy

·  Excellent hygienic properties

·  Easy installation

·  Whole-life cost advantages

·  Excellent flow capacities

All BLÜCHER® products are chemically descaled 

and passivated in order to enhance the natural 

corrosion resistance and provide a uniform 

matt-silver surface finish.

All stainless steel components are manufactured 

from recycled materials and are 100% recy-

clable.
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Hospitals, schools, commercial kitchens, the food and beverage industry and the pharmaceutical industry 
are among the customers that benefit from BLÜCHER stainless steel drainage systems.  

BLÜCHER® stainless steel floor drains and pipe system are used all over the World in Scandinavian-style wet bathrooms in single and 
multi-storey buildings. 

Selected references around the World
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Queen Mary Hospital, Hvidovre hospital, Princess Alexandra Hospital, Blackpool Victoria Hospital, Queen Elizabeth Hospital, 
St. James Hospital, University College London Hospital, Sportcentrum Fitness First, Czàszar Swimming Pool, Sports & Aquatic 
Centre, International Grammar School, Collège Bellevue, Elite University, Universitat Pompeu Fabra, Augustenborgskolan, 
Canadian International School, North Texas State University, Elderly Citizens Home Adelaide, Old Peoples Home Budapest, 
Maryland State Prison, Uppsala Polishus, Oslo Opera, Hilton Hotels, Hotel Marriot, Sofitel, Novotel, The Ritz Carlton Bahrain, 
McDonalds, Burger King, Pizza Hut, Le Louvre, Bahrain National Museum, Ministère de L´Industri, State Library of Victo-
ria, Royal Danish Theatre, Copenhagen Zoo, Hong Kong Disneyland, Dubai Mall, IKEA, Tesco, Coop, Metro, Carrefour, Lidl, 
Woolworths, Gardamoen Oslo, Copenhagen Airport, Heathrow Airport, Barcelona Airport, New Athens Airport, Orly Airport, 
Arlanda Airport, Helsinki Airport.

Pfizer, GSK, Astra Zeneca, Johnson & Johnson, Aventis, Kraft, Nestlé, Danish Crown, Daloon, Tulip, Knorr, Singapore Airport Cater-
ing, Ahlgreens, Estrella, Kelloggs, CocaCola, Pepsi, Heineken, Carlsberg, Whitbread Breweries, Budweiser, Tropicana Juice Processing, 
Absolut Vodka. Nestlé, Arla Food, Danone, Unilever, Almarai Dairy. Mercedes, Renault, L’Oreal, Sony, BASF, 3M, IBM World Headquar-
ters, Honeywell, Colgate Palmolive, Royal Copenhagen, Hella. 

Freedom of the Seas, Liberty of the Seas, Norwegian Star, Color Magic, Pride of Hawaii, Galaxy, AIDA Diva, Celebrity Solstice. 
MY Platinum (Dubai Ports Authority), M/S Caravelle (Jade Yachts), Safari (Blohm & Voss) Lady Haya (Pesaro), Pelorus (Lürssen 
Kröger Werft), Oceanco Kusch Yachts Agentur. 
3 vehicle carriers and 10 container ships (MHI Japan), 6 container vessels (AP Møller), 35 commercial vessels (Mawai China), 
24 container vessels (Dalian Shipyards China). 
Agbami Off Shore, Consafe-Aberdeen Oil Platform Bingo I & Bingo II Offshore Oil Rigs.Auxillary vessel (British Navy), 5 frigates 
(Norwegian Navy), 2 logistics vessels (Danish Navy), 2 survey vessels Dutch Navy.



BLÜCHER® Drain Domestic
Shower drains for concrete/tiled and vinyl floors
• SQUARE, TRIO and CIRCLE
• Removable and easy-to-clean water trap
• Range of design gratings

WaterLine shower channels for concrete/tiled and vinyl floors
• For installation against wall(s) or away from walls
• Range of design gratings

BLÜCHER® Drain Industrial
Industrial drains for concrete/tiled, resin or vinyl floors
• SQUARE and CIRCLE
• Removable and easy-to-clean water trap
• Large range of gratings for all applications and load classes

The BLÜCHER® range comprises:

BLÜCHER® EuroPipe
Push-fit drainage pipes and fittings, Ø40-Ø315 mm
• Low weight, high strength
• For vacuum and gravity systems
• RS82 renovation system (see separate catalogue)

OUR TOTAL PRODUCT RANGE



BLÜCHER® HygienicPro
Point and linear drains for applications with strict requirements to hygiene 
and high capacity, e.g. production areas in the food and beverage industry 
• Quickly leads away solid waste, even at small water volumes
• No corners and cavities inside thus preventing bacterial growth
• Less production stops for emptying and cleaning filter baskets

BLÜCHER® Drain Roof
Roof drainage system for single-ply membrane or bitumen in gravity and 
vacuum systems 
• Roof drains and BLÜCHER® EuroPipe pipework system
• Easy installation
• Long product life expectancy

BLÜCHER® product catalogues can be ordered from our customer center or downloaded from www.blucher.com

BLÜCHER® Channel
Channels and kitchen channels for concrete/tiled, resin and vinyl floors 
• Removable and easy-to-clean water trap
• Large range of gratings for all applications and load classes

OUR TOTAL PRODUCT RANGE
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Variants
•  Vertical or horizontal outlet
•  For liquid membrane, sheet membrane or no membrane

Options
• Removable water trap
•  Filter basket and sand bucket

Floor drains 
For concrete, tiled, epoxy or vinyl floors 
Square or circular

Drains for commercial and 
industrial applications

Applications
For concrete, tiled, vinyl and epoxy flooring in:
• Industrial areas
• Commercial kitchens
• Supermarkets, restaurants, airports, etc.

Details
• Square or circular reinforced frame
•  Flow capacities from 1,2 to 7,8 l/s, with "P" water
    trap type 525.090.160 S up to 13,5 l/s
•  20 mm frame height
• Gratings suitable for any load class
•  Stainless steel AISI304/EN 1.4301 or AISI316L/
 EN 1.4404

Product database at blucher.com

DRAIN INDUSTRIAL
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Complete drains

Selected grating

Optional filter basket

Optional water trap

Concrete and tiles with liquid membraneConcrete and tiles without membrane - fixed

Upper parts & framesConcrete and tiles with sheet membrane

Complete drains

Drain

Grating
Range of gratings for all load classes. Grating not included - to be 
ordered separately

Accessories
Accessories such as filter basket, sand bucket and water trap not 
included - to be ordered separately

Drain
Fixed 1-part drain or adjustable drain in two or three parts

Selected grating

Optional filter basket

Optional water trap

Adjustable upper part

Lower part

Concrete/tiles Vinyl Epoxy
Selected grating

Optional filter basket

Optional water trap

Adjustable upper part

Lower part with
clamping flange

Frame sizes:
200
250
300

Frame sizes:
200
300

Frame sizes:
200
300

DRAIN INDUSTRIAL
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Frame sizes:
300

HygienicPro®

for concrete/tiles or epoxy



Installation examples

Concrete and tiles with liquid membraneConcrete and tiles without membrane

VinylEpoxy

Concrete and tiles with sheet membrane

Concrete deck
Sheet membrane

Levelling compound

Concrete deck

Levelling compound

Concrete deck

Levelling compound
Liquid membrane

Concrete deck

Levelling compound
Adjusting layer

Clamping ring

Installation videos available at www.blucher.com

DRAIN INDUSTRIAL
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BLÜCHER® Drain Industrial - TWO PART
Adjustable drains - Total installations heights (minimum and maximum)

Upper part Industrial 200 Uppper part Industrial 250

109-139
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BLÜCHER® Drain Industrial - THREE PART
Adjustable drains - Total installations heights (minimum and maximum)

Upper part Industrial 200 Uppper part Industrial 250 Upper part Industrial 300

112-172

Lo
we

r p
ar

t I
ND

US
TR

IA
L 

20
0

Lo
we

r p
ar

t D
OM

ES
TI

C

345-465 358-478

366-486

Lo
we

r p
ar

t I
ND

US
TR

IA
L 

30
0

339-459

125-185

279-399

325-445 338-458

292-412



DRAIN INDUSTRIAL

Load classes

Non-slip gratings
Gratings are non-slip tested according to DIN 51130

Gratings and Access Covers

BLÜCHER GRATINGS FOR INDOOR USE are tested and classified 
according to EN 1253 "Gullies for buildings"

BLÜCHER GRATINGS FOR OUTDOOR USE are tested and classified 
in accordance with EN 1433 "Drainage channels for vehicular and 
pedestrian areas".
BLÜCHER ACCESS COVERS are tested and classified in accordance 
with EN 124 "Gully tops and manhole tops for vehicular and pede-
strian areas".

H 1,5 (150 kg) No load areas

K 3 (300 kg) Barefoot areas

L 15 (1.500 kg) Pedestrian and light traffic A 15 (1.500 kg) Pedestrian and light traffic

R 50 (5.000 kg) Light traffic and light industrial 
areas

M 125 (12.500 kg) Traffic and industrial areas B 125 (12.500 kg) Car parking areas

N 250 (25.000 kg) Heavy traffic and heavy indu-
strial areas

C 250 (25.000 kg) Along roads

P 400 (40.000 kg) Extra heavy traffic and industrial 
areas

D 400 (40.000 kg) Light industrial areas

E 600 (60.000 kg) Heavy traffic and industrial 
areas

F 900 (90.000 kg) Airports, container and indu-
strial areas
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